Equipment

STANDARD EQUIPMENT

STANDARD EQUIPMENT

[ L30G [ L35G [ L30G | L35G
Engine Cab, Interior
Diesel engine, water cooled . . 4-way adjustable operator's seat . .
Extra fuel filter . . Adjustable steering column i .
Cold start aid 3 . Seat belt . 3
Dry-type air filter . . Sunvisor . J
Electrical system Heater with air-filter and defroster (front/rear) 3 .
Alternator 90 A . . Cab ventilation i .
Main head lights (halogen) . . Preparation for an optional air-conditioner . .
full/dipped/asymmetrical ] . Storage box in the cab . .
Working lights (2 front/1 rear, right) 3 . Hydraulic system
Parking lights . . Gear-type pump . i
Rear lights . . Control valve three-spool system d i
Brake lights 3 . 3rd hydraulic circuit . .
Direction indicators . . Working Equipment
Hazard warning lights i . Bucket level indicator . i
Reversing lights L . Hydraulic quick-change attachment carrier . .
Cab lighting . . Carriage Body
Instrumentation & controls Fenders front/rear . i
Multi-function lever Lockable engine hood . .
12 Volt accessories socket . . Towing device . ]
Horn . . Lifting eyes ° 4
Hazard warning switch . . Service and maintenance
Safety start . . Tool kit . .
Analog LED-information for: Official approval
Fuel level 0 0 Machine conforming to European directive 2006/42/EC . .
Engine temperature M M Electromagnetic compatibility (EMC) conforming to . .
Drive system oil temperature 0 0 European directive 2014/30/EC
LED-illuminated symbols (colour-coded) for: Noise emissions in the environment conforming to
Direction (forward/reverse) . . directive 2000/14/EC ° *
Indicators (left/right) ° ° Tipping load and payload conforming to ISO 14397-1 . .
Ricsioalol : * ROPS conforming to ISO 3471 . .
Main beam ° ° FOPS conforming to ISO 3449 . .
Differential locks O °
LED-illuminated symbols (red) with acoustic signal for:
Parking brake . .
Air filter restriction i .
Engine temperature . .
Engine oil pressure . .
Battery charging . . OPTIONAL EQUIPMENT
Return filter . . [ L30G | L35G
Touch pad with symbols and integrated LEDs for: Engine equipment
Parking lights . . Engine with Diesel Oxidation Catalyst 0 0
Working lights (front/rear) 3 3 Engine with Diesel Oxidation Catalyst and Diesel . .
Windscreen wiper (rear) 3 . Particulate Filter
Rotating beacon . . Engine block heater . 0
Boom suspension system . . Fuel pre-heater . .
Locking and activation of Volvo attachment carrier (TPV) o o Pre cleaner air filter (Turbo I1) . .
Activation of directional change on joystick . . Oilbath air filter . .
Digital LED display activated by dual function keys for: Auto Engine Shutdown . .
Entry and retrieval of operating i . Reversible cooling fan . .
Information 3 . Tropical cooling . .
Anti-theft function control d . Drivetrain
Drivetrain Handthrottle 0 0
Hydrostatic drive . . Hand inch valve . .
Operator-selected 100% differential locks . . Driveline shutoff . .
Tires 365/80 R20 . Engine overspeeding protection . .
Tires 405/70 R20 . Wheel/Tires
Cab, Exterior 400/70R18 .
ROPS/FOPS-cab with flexible mountings 3 . 405/70R18 . .
Walk-through cab 3 . 335/80R20 . .
Lockable doors . . 360/80R20 . .
All-round tinted safety glass . . 365/80R20 . .
Windscreen wiper (front/rear) o o 375/75R20 . .
Windscreen washer (front/rear) o o 400/70R20 o c
Sliding window in the left door . . 405/70R20 . .
Door stops . . 500/45-22.5 . 0
External rear view mirrors (right/left) 3 3 420/65R24 . .



OPTIONAL EQUIPMENT

OPTIONAL EQUIPMENT

L30G

L35G

Cab

Protective equipment

Airconditioner

Radio preparation

Radio AUX/USB/Bluetooth

Air suspended/heated operator's seat
Rearview mirrors inside cab

Heated rearview mirrors

Auxiliary cab & engine heater

Windshield guard, front
Windshield guard, rear
Belly guards, front/rear
Engine hood protection
Protective guards for:
Main head lights
Working lights

Orange seatbelt Rear lights . .
Electrical Front mudflaps . .
One additional working light (rear left) Other

Magpnetic rotating beacon
Foldable rotating beacon
Audible reverse alarm
Anti-theft system

Hydraulic system

Hydraulic coupler for 3rd hydraulic circuit
4th hydraulic circuit

Flow share function

Additional pump

Joystick with integrated 3rd function
Hyd oil mineral VG46 HV

Hyd oil mineral VG32 HV

Hyd oil mineral VG68 HV

Hyd oil bio synthetic VG46

Boom suspension system

Bucket leveler

Tilt speed limiter mechanical

SMV warning triangle

Preparation for licence plate

Trailer hitch with electrical connector
Central Lubrification unit

Sweeper preparation

Sallt sprayer preparation

Auxiliary hydraulic’s return line (direct to tank or via filter) . .

SELECTION OF VOLVO OPTIONAL EQUIPMENT

Engine with DPF Hand inch valve

Boom Suspension System

Canopy High speed Reversed air flow

Not all products are available in all markets. Under our policy of continuous improvement, we reserve the right to change specifications and design without prior notice.
The illustrations do not necessarily show the standard version of the machine.



