
 
 

 

UUNNIICC  HHYYDDRRAAUULLIICC  CCRRAANNEE    
 
 
 

MMaaxxiimmuumm  lliiffttiinngg  ccaappaacciittyy  

66,,335500kkgg  
aatt  22..00mm 

 
 
 
 
 
 
 
 
 
 
 
 
 
 

SSppeecciiffiiccaattiioonn  TTaabbllee  
MMooddeell UURRVV663355  UURRVV663344  UURRVV663333  
Maximum Lifting Capacity 6,350kg at 2.0m 6,350kg at 2.0m 6,350kg at 2.0m 

Maximum Hook Height 14.9m 12.4m 10.0m 

Working Radius Min. 0.74m to Max. 13.14m  Min. 0.70m to Max. 10.63m  Min. 0.69m to Max. 8.13m  

Boom Length Min. 3.78m to Max. 13.38m  Min. 3.60m to Max. 10.87m  Min. 3.54m to Max. 8.37m  

Boom Sections 5 4 3 

Boom Raising Speed 1°to 78°/12ｓ 

Winch Single Line Pull 10.30ｋＮ 【1,050kgf】 

Winch Hook Speed 16.2m/min at 4th layer with 4-part line 

10.8m/min at 4th layer with 6-part line 

10.8m/min at 4th layer with 6-part 

line 

Winch Wire Rope IWRC 6×P・WS(26) 8mm×80m 〔Breaking strength; 53.0kN 【5,400kgf】〕 

Slewing Range/Speed 360°Continuous/2.5rpm 

Outrigger Span Retracted:2.19m  Extended:4.8m  Mid-extended:3.3m, 4.3m 

Safety Devices 
Pressure Relief Valve for Hydraulic Circuit / Counterbalance Valves for Boom Raising and Boom Telescoping Cylinders / 

Pilot-operated Check Valves for Vertical Outrigger Cylinders / Boom Angle Indicator / Hook Safety Latch / Automatic Mechanical Brake for Winch

Loadmeter / Overwinding Alarm / Alarm Buzzer / Level 

Option Overloading Alarm / Automatic Stop for Overwinding / Rear Outrigger / Hook Stow System / Hydraulic Horizontal Extension Outrigger 

Crane Mass 1,870kg 1,750kg 1,625kg 

 

  
  
  
TTrruucckk  MMoouunntteedd  UUNNIICC  CCrraannee  
UURRVV663300  SSeerriieess  

663300  SSEERRIIEESS  



UURRVV663355  RRaatteedd  LLooaaddss  ((UUnniitt::kkgg)) 
Working radius(m) 

Boom length(m) 
22..00 22..44 22..99 33..55 44..00 44..55 55..00 55..55 66..00 77..00 88..00 99..00 1100..00 1111..00 1122..00 1133..1144

NNoo..  ooff  lliinneess  

ttoo  bblloocckk

33..7788mm  ①① 6350 5050 3950 3500(3.3m) 3200(3.54m)           6 

66..1188mm  ①①++②②  4050 3950 3250 2750 2450 2150 1900 1700(5.94m)       6 

88..5588mm  ①①++②②++③③   3050 3050 2750 2450 2150 1900 1650 1350 1100(8.34m)     6 

1100..9988mm  ①①++②②++③③++④④     1850 1850 1750 1600 1450 1250 1050 900 800 750(10.74m)  4 

1133..3388mm  ①①++②②++③③++④④++⑤⑤     1350 1350 1300 1200 1100 950 850 750 650 600 550 500 4 

 
UURRVV663344  RRaatteedd  LLooaaddss  ((UUnniitt::kkgg))   

Working radius(m) 

Boom length(m) 
22..00 22..44 22..99 33..55 44..00 44..55 55..00 55..55 66..00 77..00 88..00 99..00 1100..00 1100..5599 

NNoo..  ooff  lliinneess  

ttoo  bblloocckk

33..6600mm  ①① 6350 5050 3950 3500(3.32m)          6 

66..0033mm  ①①++②②  4050 3950 3250 2750 2450 2150 1900 1800(5.75m)     6 

88..4455mm  ①①++②②++③③   3050 3050 2750 2450 2150 1900 1650 1350 1100(8.17m)   6 

1100..8877mm  ①①++②②++③③++④④     1850 1850 1750 1600 1450 1250 1050 900 800 750 4 

 
UURRVV663333  RRaatteedd  LLooaaddss  ((UUnniitt::kkgg))   

Working radius(m) 

Boom length(m) 
11..55 22..00 22..55 22..99 33..55 33..77 44..55 55..00 55..55 66..00 66..55 77..00 77..55 88..1133 

NNoo..  ooff  lliinneess  

ttoo  bblloocckk

33..5544mm  ①① 6350 6350 5050(2.4m) 4050 3500(3.3m)         6 

55..9977mm  ①①++②②   4050 4050 3250 3050 2550 2250 2000 1900(5.73m)    6 

88..3377mm  ①①++②②++③③   3050 3050 3050 3050 2550 2250 2000 1750 1600 1450 1350 1250 6 

 

 

 

 

 

 

 

 

 

 

 

 

 

UURRVV663300  SSeerriieess  MMoouunnttiinngg  DDiimmeennssiioonnss 

No. UURRVV663355 UURRVV663344 UURRVV663333 

① 4,062 3,882 3,822 

② 

Min.3,780～Mid.6,180～

8,580～10,980～

Max.13,380 

Min.3,600～Mid.6,030～

8,450～Max.10,870 

Min.3,540～Mid.5,970～

Max.8,370 

③ 2,366 2,320 2,320 

④ 2,370 2,327 2,327 

 

 

 

 

 

 

 

 

 

 

 

 

 

      NNOOTTEE  
●Fully extend all outriggers on solid, level surface leveling vehicle. 

●Rated loads shown in the chart are based on the crane strength rather than stability.

●Rated loads shown must be reduced in accordance with vehicle weight, loaded 

  condition of truck, crane mounting position, wind, ground condition and operating 

 speed. 

●The mass of hook(50kg), slings, and any accessories attached to the boom or 

 loadline must be deducted from the above rated loads in the chart. 

●In accordance with our policy of constant product improvement, all specifications 

  are subject to change without notice or obligations. 

UURRVV663300  SSeerriieess  
MMoouunnttiinngg  DDiimmeennssiioonnss 

DDrraawwiinngg::UURRVV663355【【UUnniitt::mmmm】】 
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